
Capacity range 1.5 – 12 l/h, 4 – 2 bar
The peristaltic pump DULCOFLEX DF4a for metering flocculants and activated charcoal treats water precisely and accurately. It is 

ideal for use in swimming pools, hot tubs or spa and wellness facilities. An operating pressure up to 4 bar is possible.

Peristaltic Pump DULCOFLEX DF4a
The optimum pump for use in swimming pools, hot tubs and spa and wellness facilities

www.prominentfluid.com.au

Your benefits
	 Language-neutral user navigation

	 Continuous adjustment of capacity

	 Hose material in PharMed®

	 Full control, as the capacity is shown in l/h in the display

	 Safe and reliable operation: Flow volume and concentration  

	 can be entered reproducibly.

	 Long service life: Spring-loaded rollers stabilise rolling pressure and  

	 reduce wear and tear on the hose.

Field of application
	 Swimming pool water treatment

Technical Details
	 Priming function

	 Night setback

	 Inputs for contacts and analogue signals

	 Housing degree of protection IP 65

	 Connector for 2-stage level switch with round plug

	 Operating hour counter

	 CANopen interface



Technical Data

Priming lift 3 m WC Approx. power consumption: 24 W

Suction lift 4 m WC Switching duration: 100%

Speed 0 - 85 RPM Degree of protection: IP 65

Permissible ambient temperature: 10-45 °C

All data refers to water at 20 °C
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 SYDNEY OFFICE
	 Unit 4, 4 Narabang Way,  
	 BELROSE NSW 2085
	 P 02 9450 0995  
	 sales@prominentfluid.com.au

 QUEENSLAND OFFICE
	 Unit 1, 68 Murdoch Circuit,  
	 ACACIA RIDGE QLD 4110
	 P 07 3213 1900  
	 pfcqld@prominentfluid.com.au

 VICTORIA OFFICE
	 27 Sierra Circuit
	 PAKENHAM VIC 3810
	 P 03 8795  7430 
	 pfcvic@prominentfluid.com.au

 WESTERN AUSTRALIA OFFICE
	 2/158 Francisco Street
	 BELMONT WA 6104
	 pfcwa@prominentfluid.com.au


