
� Suitable for pools up to 1,000,000 litres
� Capacity to 4kg/hr, (adjustable).
� Dimensions: 900 L x 500 W x 1170 H mm

Features & Benefits
� The ProMinent unique compact design allows the use of

granular Calcium Hypochlorite as your pool chlorine source.
� Reduced OH&S requirements.
� The ProCal series comes pre-wired and pre-plumbed for easy

installation.
� Interface with ProMinent controllers or other pulse duration

controller provides accurate and reliable chlorine control.
� Lower TDS, when compared to liquid chlorine.
� Granular Calcium Hypochlorite is less expensive and more

readily available than tablets.
� Less impact on pH.
� Automatic acid clean.

Model Pool Size

ProCal_3240B 1,000,000 litres

Spare Parts

AQUCHL2-5-055D Aqua Plus Booster Pump

275PS Mag Drive Pump

PA55023125 Feeder Assy

PA28003028 Vibrator and Bracket Assy

PA59003409 Replacement kit Wilo/Mag Drive

(Note: includes new Mag Drive)

K521-X200-1400 Diaphragm Valve PA55023125

PA28003028

275PS Pump (no fittings included)

6.10  ProCal Granular Calcium Hypochlorite Feeder  

ProCal_3240B Series Granular Calcium Hypochlorite System from ProMinent

The ProMinent ProCal series system generates a dilute Calcium Hypochlorite solution from granulated dry chemical. 
The granules are stored in a chamber, up to 40kg, where it is held until required.
The granules are transferred into a mixing tank where it is blended with the incoming water. The feeder is operated in 
manual or pulse duration mode in response to the amount of chlorine in the pool water. Automatic acid clean is  
incorporated.
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